Investigation of the effect of temper rolling on the texture evolution and mechanical behavior of IF steels using multiscale simulation by SOHO, Komi et al.
Science Arts & Métiers (SAM)
is an open access repository that collects the work of Arts et Métiers ParisTech
researchers and makes it freely available over the web where possible.
This is an author-deposited version published in: https://sam.ensam.eu
Handle ID: .http://hdl.handle.net/10985/10161
To cite this version :
Komi SOHO, Xavier LEMOINE, Farid ABED-MERAIM, Hamid ZAHROUNI - Investigation of the
effect of temper rolling on the texture evolution and mechanical behavior of IF steels using
multiscale simulation - International Journal of Material Forming p.1-14 - 2016
Any correspondence concerning this service should be sent to the repository
Administrator : archiveouverte@ensam.eu
Investigation of the effect of temper rolling on the texture
evolution and mechanical behavior of IF steels using
multiscale simulation
Komi Soho1 & Xavier Lemoine2,3 & Farid Abed-Meraim2 & Hamid Zahrouni1
Abstract The main objective of this study is to simulate
texture and deformation during the temper-rolling process.
To this end, a rate-independent crystal plasticity model,
based on the self-consistent scale-transition scheme, is
adopted to predict texture evolution and deformation het-
erogeneity during temper-rolling process. For computa-
tional efficiency, a decoupled analysis is considered be-
tween the polycrystalline plasticity model and the finite
element analysis for the temper rolling. The elasto-plastic
finite element analysis is first carried out to determine the
history of velocity gradient during the numerical simula-
tion of temper rolling. The thus calculated velocity gradi-
ent history is subsequently applied to the polycrystalline
plasticity model. By following some appropriately select-
ed strain paths (i.e., streamlines) along the rolling process,
one can predict the texture evolution of the material at the
half thickness of the sheet metal as well as other param-
eters related to its microstructure. The numerical results
obtained by the proposed strategy are compared with ex-
perimental data in the case of IF steels.
Keywords Micromechanics . Crystal plasticity .
Self-consistent scale transition . Finite elements .
Elasto-plasticity . Sheet metal forming processes
Introduction
Sheet metal forming is a process commonly used to obtain
mechanical parts in areas as diverse as automotive industry,
packaging or equipment. This involves a very important prop-
erty studied in industry, namely the material formability.
Formability is the capacity in which a metal may be shaped
by plastic deformation without cracks, failure, or any area
where the deformation is localized. To prevent the occurrence
of these phenomena during forming, it would be interesting to
determine relationships between texture and microstructure,
which evolve within the sheet metal during forming, and the
resulting mechanical properties. This would also allow opti-
mizing the microstructural characteristics of sheet metals in
order to reach the best compromise between some desirable
but often conflicting mechanical properties, such as high
strength and good ductility.
The development of software tools has allowed the emer-
gence of computer codes able to simulate the behavior of
structures subjected to complex loadings. In this area, the fi-
nite element (FE) method became effective to accurately as-
sess the response of a structure submitted to any loading case,
with relatively low computation times. Traditional FE com-
puter codes are now commonly used for the numerical simu-
lation of forming processes. However, these software pack-
ages still have several limitations. These restrictions are main-
ly related to the built-in constitutive models, which are essen-
tially phenomenological thus not accounting for the physical
mechanisms of plasticity and the underlying microstructure
evolution. These codes also have difficulty in predicting the
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texture induced plastic anisotropy, as pointed out by
Poortmans et al. [1]. In order to predict the texture evolution
and texture induced plastic anisotropy (see Gawad et al. [2],
Van Houtte et al. [3, 4], Tóth and Molinari [5]) during the
forming process, there were numerous attempts to use the
crystal plasticity (CP) model along with FE analysis.
The crystal plasticity finite element (CPFE) method,
launched by Peirce et al. [6], is nowadays extensively used
to solve problems involving mechanical behavior of crystal-
linematerials. This methodology combines single crystal plas-
ticity, as constitutive description, and FE analysis, as numeri-
cal solver for the associated boundary-value problem. For a
comprehensive review on these methods, see e.g. Roters et al.
[7]. Most of the CPFE applications found in the literature are
based on the numerical solution of the single crystal plasticity
constitutive equations directly within the FE analysis (in most
cases, with intragranular resolution, i.e. comprising several
integration points and, usually, several elements per grain).
Another approach is to use a polycrystal plasticity model as
constitutive behavior of the material in a FE calculation. This
consists in introducing in each material point of a FE calcula-
tion a constitutive law based on polycrystalline plasticity.
Applications of this technique in numerical simulations of
forming processes have been shown in the works of Boudifa
et al. [8], Zamiri and Pourboghrat [9, 10], Zhang et al. [11], Li
et al. [12], Li et al. [13], Guan and Pourboghrat [14], Segurado
et al. [15], and Mathur and Dawson [16]. However, this tech-
nique turns out to be very heavy and requires processing of
large volume of data, which leads to very high computation
times. To reduce the computation time, while maintaining the
accuracy of the calculation, technical approaches have been
proposed in the literature, which consist in decoupling the
crystal plasticity modeling from the FE simulations.
One of the earlier approaches in the above-mentioned cat-
egory is referred to as the stress–strain interpolation method.
This technique may be classified between two classes of
models, analytical yield locus functions and micro–macro
models. In terms of accuracy, this method allows following
the yield stresses predicted by the Taylor theory more closely
than a global sixth-order series yield locus adjusted on stresses
computed by the Taylor model for the initial texture. For a
comprehensive presentation of this method, see Habraken
and Duchêne [17].
Another decoupling technical approach, which is easier to
implement, consists in linking the CP model with FE analysis
by extracting a macroscopic velocity gradient history, obtain-
ed from a preliminary low-cost FE simulation, and feeding it
to a polycrystalline model (see, e.g., Peirce et al. [18], Asaro
and Needleman [19], Kalidindi and Anand [20], Jung et al.
[21]).
With regard to sheet metal forming processes, different
types of constitutive models are commonly used. These may
be classified into two main classes, namely viscoplastic (rate-
dependent) and elasto-plastic (rate-independent) models.
Viscoplastic laws apply in particular to the case of hot metal
forming, for which the elastic response may be neglected.
These laws have been more frequently adopted in numerical
simulation of forming processes for crystalline materials. As
compared to elasto-plastic models, they are easier to imple-
ment because they circumvent the issue of non-uniqueness in
the determination of active slip systems (see, e.g., Franciosi
and Zaoui [22], Anand and Kothari [23], Busso and Cailletaud
[24], Arul Kumar and Mahesh [25]). On the other hand,
elasto-plastic models (see Marin and Dawson [26]) find their
interest in the case of cold metal forming. They may be used
for the quantification of springback or for evaluation of
resulting residual stresses.
In the present paper, a decoupled analysis, involving the
elasto-plastic CP model and the FE method, is carried out for
temper rolling in order to improve the computational efficien-
cywithout sacrificing accuracy. Temper rolling, also known as
skin-pass rolling, represents the final forming stage in the
production chain of cold rolled steel, in order to produce metal
sheets with high flatness and low surface roughness. It is
mainly used to prevent the formation of Lüders bands to elim-
inate the sharp yield point and subsequent plateaus (Jafarlou
et al. [27], Yoshida et al. [28], Roberts [29]).
The procedure adopted in the current work is summarized
as follows. Firstly, an elasto-plastic FE analysis is conducted
to determine the history of the velocity gradient during
temper-rolling process. Then, the obtained velocity gradient
history is provided to the polycrystalline model. By following
some appropriately selected strain paths (i.e., streamlines)
along the rolling process, one can predict the texture evolution
of the material at the half thickness of the sheet metal as well
as other parameters related to its microstructure. This work is
part of a larger project aiming at the numerical simulation of
the production chain of cold-rolled flat products. To this end,
the current contribution may be seen as a prerequisite intended
to validate some physical features relating to the microstruc-
ture, such as crystallographic texture, morphological texture,
stored energy, etc.
Constitutive modeling
Single crystal constitutive model
The micromechanical modeling used in this study is based on
the work of Lipinski and Berveiller [30], dealing with elasto-
plasticity of metals at large strains.
First of all, it is necessary to specify the assumptions on
which the material behavior at the grain scale is based. The
single crystal constitutive law is assumed to be elasto-plastic,
with plastic deformation only due to crystallographic slip; the
other modes of inelastic deformation, such as twinning or
phase transformation, are not taken into account in the scope
of this study. The local incremental elasto-plastic constitutive
law is defined by means of the tangent modulus l, relating the
nominal stress rate ṅ to the velocity gradient g
n
 ¼ l : g: ð1Þ
The above velocity gradient is the sum of the total strain
rate d and total rotation rate w, which are respectively the
symmetric and anti-symmetric part of the velocity gradient
g. The latter two parts can be further divided into an elastic
part, with a superscript e, and a plastic part with superscript p.
The plastic parts (plastic strain rate and plastic spin) are related
to the slip rates γ
 g
by
dp¼d−de¼
X
g
Rgγ
 g
;
wp¼w−we¼
X
g
Sgγ
 g
;
ð2Þ
where Rg and Sg denote, respectively, the well-known sym-
metric and anti-symmetric part of the Schmid tensor, associ-
ated with a given slip system g, while de and we designate the
elastic strain rate and lattice spin, respectively. A rate-
independent regularization law [31] is adopted for the deter-
mination of the slip rates
γ g ¼ kgτ g; ð3Þ
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; ð4Þ
where Hgg is the self-hardening term, ‘tanh’ denotes the
hyperbolic tangent function, τg and τc
g are the resolved
shear stress and critical shear stress, respectively, asso-
ciated with slip system g, and k0, k1, k2, τref, and τ

re f
are numerical parameters associated with the regulariza-
tion function (see [31]). The expression of the elasto-
plastic tangent modulus is then derived as follows (see
[32]):
lijkl ¼ Cijkl− 12 σikδ jl−σilδ jk
 	
−
1
2
δikσ jl þ δilσ jk
 	 
−
X
g;h
CijmnR
g
mn þ Sgimσm j−σimSgm j

 
PghR
0h
pq Cpqkl−σpqδkl
 	" #
; ð5Þ
where δjl is the Kronecker delta, R′pq
h =khRpq
h , in which the
regularization function kh is given by Eq. (4), and Pgh=(δhg+
khRh:C:Rg)−1. Note that in the latter expression, δgh are the
components of the identity matrix, whose size is the current
Fig. 2 Error estimation of orientation distribution functions according to
the number of grains
Fig. 1 Schematic representation defining the three Euler angles ϕ1;φ;
ϕ2 according to Bunge’s notation
number of active slip systems; while C is the fourth-order
elasticity tensor and σ the Cauchy stress tensor.
The evolution law for the critical shear stress, in terms of
slip rates, can be expressed as follows (see [32]):
τ gc ¼
X nslip
h¼1H
ghγ h ð6Þ
with
Hgh ¼ αμ
2
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃX nslip
k¼1a
gkρk
r agh 1
Lh
−2ycρ
h
 
; ð7Þ
where α is a constant related to the stability of dislocation
configurations, μ is the shear modulus, agh is the anisot-
ropy interaction matrix, nslip is the number of slip sys-
tems, ρh is the mean dislocation density for slip system h,
yc is the critical annihilation distance of dislocations, and
Lg is the mean free path of dislocations on the slip system
g, which is given by
1
Lg
¼ 1
Dmoy
þ
ﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃﬃX nslip
h¼1;h≠gρ
h
r
g0
; ð8Þ
where Dmoy represents the average grain size and g0
corresponds to the parameter related to dislocation
storage.
Self-consistent scale transition and polycrystalline
behavior
To derive the overall polycrystalline behavior, from knowl-
edge of the behavior of individual grains, a self-consistent
scheme is used. Only the main lines of this classical approach
are presented here, all of the averaging scheme details are
developed in [33] as well as in [34].
The macroscopic behavior law, linking the macroscopic
fields – nominal stress rate Ṅ and velocity gradient G – by
means of the yet-unknown macroscopic tangent modulus L,
has the same incremental form as that of the single crystal
(Eq. (1))
N
 ¼ L : G; ð9Þ
where the macroscopic fields are defined as the volume aver-
ages of their microscopic counterparts
G ¼ 1
v
Z
v
g xð Þ dv ¼ g xð Þ ;
N
 ¼ 1
v
Z
v
n˙ xð Þ dv ¼ n xð Þ :
8>><
>>:
ð10Þ
Then, the following fourth-order concentration tensor
needs to be introduced to obtain a systematic expression of
the macroscopic tangent modulus:
g xð Þ ¼ A xð Þ : G: ð11Þ
Fig. 4 Section of orientation
distribution functions at ϕ2=45°
for real material and pseudo-
material, with 5000 grains, in
subsurface of the sheet metal: (a)
experiment; (b) pseudo-material
Fig. 3 Section of orientation
distribution functions at ϕ2=45°
for real material and pseudo-
material, with 5000 grains, in
mid-thickness of the sheet metal:
(a) experiment; (b) pseudo-
material
Under these conditions, it is easy to show that the macro-
scopic tangent modulus is given by
L ¼ 1
v
Z
v
l xð Þ : A xð Þdv ¼ l xð Þ : A xð Þ: ð12Þ
At this stage, it is commonly assumed that for each indi-
vidual grain, the behavior and mechanical fields are homoge-
neous. For a given grain I of volume VI, an indicator function
θI is defined by
θI xð Þ ¼ 1 if x ∈VI;
θI xð Þ ¼ 0 if x ∉VI;

ð13Þ
leading to
g xð Þ ¼
XNg
I¼1
gIθI xð Þ;
l xð Þ ¼
XNg
I¼1
lIθI xð Þ;
8>>><
>>>:
ð14Þ
where gI and lI are the volume average for grain I of the velocity
gradient and the tangent modulus, respectively, and Ng is the
number of grains within the polycrystalline aggregate.
By using Green’s tensor techniques in order to transform
the problem into an integral equation (the interested reader
may refer to [30, 31, 34, 35] for the complete developments),
it can be demonstrated, after some elaborate derivations, that
the concentration tensor AI related to grain I is given by
AI ¼ I−TII : lI−L 	 	−1 : I−TII : lI−L 	 	−1 −1 ð15Þ
where I is the fourth-order identity tensor and TII is the inter-
action tensor for grain I, which is related to Eshelby’s tensor
[36] for an ellipsoidal inhomogeneity. Explicit expressions for
tensor TII can only be found for isotropic media; for general
anisotropy, such as in the proposed model, an integral over the
ellipsoid is obtained using Fourier’s transforms [35], and its
numerical evaluation is achieved by means of Gauss–
Legendre quadrature. For a polycrystalline aggregate compris-
ing Ng grains with a respective volume fraction fI, the one-site
self-consistent expression corresponding to the self-consistent
scheme in the sense of Hill [37] can be finally obtained as
L ¼
XNg
I¼1
f I lI : AI: ð16Þ
Morphological and crystallographic evolution
It is important to take into account morphological and crystal-
lographic changes for each grain during loading. The change
in crystallographic orientation is due to the lattice spinwe (see,
e.g., [38]). The relationships between the rates of Euler’s
angles and lattice spin we are
ϕ

1 ¼ −we12 þ
cosφ
sinφ
we13cosϕ1 þ we23sinϕ1
 	
;
φ
 ¼ −we23cosϕ1 þ we13sinϕ1;
ϕ

2 ¼ −
1
sinφ
we13cosϕ1 þ we23sinϕ1
 	
;
8>>><
>>:
ð17Þ
where ϕ1, φ, ϕ2 are Euler’s angles of a single crystal defining
crystallographic orientation according to Bunge’s notation [39,
40]. A schematic representation defining these three Euler an-
gles is also given in Fig. 1. For the grain morphology, the
morphological orientation evolves with the total rotation rate as
φ
 ′
1 ¼ −w12 þ
cosϕ′
sinϕ′
w13cosφ
′
1 þ w23sinφ′1
 	
;
ϖ
 ′ ¼ −w23cosφ′1 þ w13sinφ′1;
φ
 ′
2 ¼ −
1
sinϕ′
w13cosφ
′
1 þ w23sinφ′1
 	
;
8>>><
>>:
ð18Þ
whereϕ
0
1,φ′,ϕ
0
2 are Euler’s angles of a single crystal defining
morphological orientation according to Bunge’s notation.
These angles define the orientation of the principal coordinate
system of the ellipsoid representing the grain relative to the
coordinate system (RD, TD, ND) of the sample. The evolution
Fig. 6 The hardening curve of the simulated steel
Fig. 5 Textural investigations in the plane (RD, ND) at different depths
along the thickness direction
of the shape of the grains taken as ellipsoids is due to the total
deformation rate as
a
¼ agell11;
b
 ¼ bgell22;
c
¼ cgell33;
8><
>>:
ð19Þ
where a, b and c are the half-axes of the ellipsoid representing
the shape of the grain, while gell is the projection of the velocity
gradient onto the morphological frame.
Material parameters identified for the model
Four parameters need to be identified using mechanical tests:
& τ0 representing the initial critical shear stress.
& g0 the parameter related to themean free path of dislocations.
& yc the critical annihilation distance of dislocations.
& Dmoy the average grain size.
One should also provide the model with the initial dislo-
cation density (identical for all slip systems), the initial crys-
tallographic texture (or Euler angle triplet for all single crys-
tals), aswell as the classical values of the norm of theBurgers
vector and the shear modulus (isotropic elastic behavior).
Selection of the number of grains representative
of the initial texture
For the initial crystallographic texture, we constructed a
pseudo-material starting from the work of François et al.
Fig. 7 Evolution of the velocity
gradient, at different reductions,
along the rolling direction, in mid-
thickness of the sheet metal: (a)
1.3 % of reduction; (b) 4.8 % of
reduction; (c) 10.2 % of
reduction; (d) 14.2% of reduction
Table 1 Parameters of the temper-rolling process
Input thickness 0.256 mm
Reduction 1.3 %
4.8 %
10.2 %
14.2 %
Width of the sheet metal 20 mm
Length of the sheet metal 80 mm
Rolling velocity 1 m/s
Roll diameter 70 mm
Friction law Coulomb: τ=0.03×σn
Elasticity constants Young’s modulus = 208 GPa
Poisson’s ratio = 0.3
[41]. In the related reference, it is explained how to make a
statistically representative selection of orientations present in
the actual material from its orientation distribution function
(ODF). We define the orientation repartition functions
(ORF) of ϕ1, φ, ϕ2 by relations (20), (21), (22).
ORF ϕ1ð Þ ¼
Z ϕ1
0
MDFϕ1 ϕ1ð Þdϕ1Z ϕ1max
0
MDFϕ1 ϕ1ð Þdϕ1
; ð20Þ
ORF φ ϕ10jð Þ ¼
Z φ
0
MDFϕ1φ ϕ10; φð Þsinφ dφ
MDFϕ1 ϕ10ð Þ
ð21Þ
ORF ϕ2 ϕ10; φ0jð Þ ¼
Z ϕ2
0
ODF ϕ10; φ0; ϕ2ð Þdϕ2
MDFϕ1φ ϕ10; φ0ð Þ
ð22Þ
withMDF ofϕ1 the margin density function ofϕ1 defined by
relation (23), and margin density function of the couple
ϕ1;φð Þ defined by relation (24).
MDFϕ1 ϕ1ð Þ ¼
Z φmax
0
MDFϕ1φ ϕ1; φð Þsinφdφ; ð23Þ
MDFϕ1φ ϕ1; φð Þ ¼
Z ϕ2max
0
ODF ϕ1; φ; ϕ2ð Þdϕ2: ð24Þ
In Eqs. (20)-(24),ϕ10 is the value ofϕ1 derived from (20),
φ0 is the value ofφ derived from (21), while the other constant
parameters are given by ϕ1max ¼ 2π;φmax ¼ π;ϕ2max ¼ 2π
(see [41] for more details).
All three orientation repartition functions, thus defined, al-
low us to transform the ODF into uniform distributions over
[0, 1]*[0, 1]*[0, 1]. These functions are monotonically in-
creasing over the Euler space, and are therefore reversible.
At any value of triplet (u, v, w) in the range [0, 1], we can
match a triplet of Euler angles defining a crystallite.
To determine the number of orientations necessary to con-
veniently represent the initial texture of the material, we can
use the following estimated error between two different pseu-
do-materials:
E‐E ODF1; ODF2ð Þ ¼
Z
Ω
ODF1 Ωð Þ−ODF2 Ωð Þj j
ODF1 Ωð Þ dΩ; ð25Þ
where E‐E stands for the error estimation, andΩ=(ϕ1,φ,ϕ2)
denotes the triplet of Euler angles.
The material considered in this study is interstitial free
steel, commonly designated as IF steel. This material is
Fig. 8 Evolution of the strain, at
different reductions, along the
rolling direction, in mid-thickness
of the sheet metal: (a) 1.3 % of
reduction; (b) 4.8 % of reduction;
(c) 10.2 % of reduction; (d)
14.2 % of reduction
annealed, and its thickness is 0.256 mm.We can observe from
Fig. 2 a decrease in the error according to the increase in the
number of grains. Figure 2 also suggests that the error is sta-
bilized beyond a representative selection of 10,000 grains. To
reduce the computation time in the self-consistent model,
5000 crystallographic orientations will be used to represent
the initial texture of the material.
From 5000 crystallographic orientations, statistically se-
lected by the previously described method, we calculate the
ODF on regular grid in the reduced Euler space. For the ODF
computation, we used the open source software Mtex [42]
based on Matlab. The following parameters have been used
to calculate the ODF in Mtex software (kernel (‘de la Vallee
Poussin’, ‘halfwidth’, 8*degree); ‘resolution’, 5*degree).
In Figs. 3 and 4, we represent a section of ODF at
ϕ2 ¼ 45∘, as obtained from both experiment and the pseu-
do-material, and associated respectively with the mid-
thickness and subsurface (see Fig. 5) of the sheet metal.
Qualitatively, the ODF level lines of the pseudo-material are
in good agreement with those of real material.
Decoupled algorithm between the polycrystalline
model and the finite element code LAM3
The main advantage of the fully coupled analysis, based on
the FE method combined with a CP model, lies in the predic-
tion of texture evolution during metal forming processes and
the more realistic representation of the crystalline nature of
metals in the deformation behavior. Nevertheless, because
the analysis scheme requires very large computation times, it
is then necessary to search for an appropriate compromise
between the computation time and the accuracy of the simu-
lation results.
In this regard, the decoupled analysis is used for texture
evolution prediction during the temper-rolling process. The
main steps in this decoupled analysis are given in what
follows:
Step 1. Extract the velocity gradient history in the neigh-
borhood of a material point of interest with a preliminary
finite element calculation using a simple phenomenolog-
ical plasticity model.
Step 2. Use this velocity gradient history in a separate
subsequent simulation, using an advanced self-
consistent polycrystalline model, outside the finite ele-
ment environment.
The advantage of this strategy is to uncouple the FE
method and the polycrystalline model thus reducing the
number of variables involved in calculations. The down-
side is that the deformation history used is approximate,
which is probably less accurate than the one that would
have been obtained by a full calculation using the poly-
crystalline model.
In what follows, we will denote by ‘FEC path’ the loading
path that is extracted from the preliminary phenomenologically-
based FE calculation.
Simulation using the FE code LAM3
For step 1, the simulation of temper rolling is performed
using the implicit FE code LAM3. LAM3, a software
Fig. 9 Evolution of orientation
distribution functions, in mid-
thickness of the sheet metal, for
the alpha fiber during
deformation: (a) real material; (b)
pseudo-material with 5000 grains
Table 2 Identified material parameters for IF steel
Parameters τ0 [MPa] g0 yc [nm] Dmoy [microns] Grains
Value 93.33 100 3.25 20 5,000
package jointly developed by a consortium composed of
Cemef, Transvalor, Arcelor Research and Alcan, solves
the strip elasto-plastic strain by a 3D implicit FE proce-
dure, and the roll stack elastic deformation by semi-
analytic models. LAM3 adopts an updated Lagrangian
formulation with stationary and non-stationary versions
(see, e.g., [43–46] for more details). The process consists
in rolling a thin sheet metal, with a rolling velocity of the
order of 1000 mm/s. The latter refers to the rolling speed
or entraining velocity, which is closely related to the rate
of rotation of the tools. This information is required for
the simulation of rolling using LAM3, as it influences the
way the sheet is caught in the grip through friction. A
hardening law, whose representative curve is provided
point by point, is used to model the material behavior
(see Fig. 6). For the FE simulation, we used isotropic
hardening along with a von Mises yield criterion. The
input section has a width of 20 mm, thickness of
0.256 mm, and the length of the sheet metal is 80 mm.
Different reduction values were applied to the exit thick-
ness, namely 1.3, 4.8, 10.2, and 14.2 %. The diameter of
the work roll is 70 mm. All of the geometric and material
parameters are summarized in Table 1. The roll of temper
rolling is assumed to be rigid. Note that the dimensions
quoted above are obviously not consistent with industrial
application, but are motivated by comparisons with labo-
ratory experiments provided by ArcelorMittal Research
Division. The sheet metal is discretized with a mesh
adapted to rolling process simulation, which uses refine-
ment in the work area. For discretization, we used eight-
node linear hexahedral elements with reduced integration
(i.e., a single integration point in the center of the ele-
ment). In this mesh, the number of nodes is equal to
1420 nodes, and the number of elements is equal to 840,
leading to a total number of degrees of freedom of 4260
DOF. For modeling, two planes of symmetry in the y and
z directions are used to reduce the computation domain.
For the subsequent analysis, the evolution of the velocity
gradient and the total strain are recorded at certain current
lines in the sheet thickness.
Figure 7 shows the evolution of the velocity gradient,
at different reductions, along the rolling direction.
Among nine velocity gradient components, it is found
that only four, namely L11, L33, L13, and L31 are relevant
to the analysis, while the remaining values are almost
zero. In this figure, L11 takes positive values, while L33
has negative values. It is also observed that the only non-
zero shear strain rates are the two components L31 and
L13, which are associated with the RD(1) / ND(3) plane.
The component L31 is essentially induced by shape
changes of element in the roll-gap, while the component
L13 mainly results from the friction between roll and
sheet surface. These observations are consistent with
those made in a number of literature works (see, e.g.,
[47–51]).
Fig. 11 Some orientations in ODF ϕ2=45° section
Fig. 10 Evolution of orientation
distribution functions, in mid-
thickness of the sheet metal, for
the gamma fiber during
deformation: (a) real material; (b)
pseudo-material with 5000 grains
The analysis of strain evolution is based on the Green–
Lagrange strain tensor, within the large strain framework.
The expression of this Lagrangian strain tensor is given by
the following equation:
E ¼ 1
2
FT F−1
 	 ð26Þ
with F the deformation gradient, and 1 the second-order iden-
tity tensor.
Figure 8 shows the evolution of the strain, at different
reductions, along the rolling direction. Again, among the
six components of the strain tensor, only three compo-
nents are non-zero, namely E11, E33, and E13. In this figure,
E11 takes positive values, while E33 has negative values.
There is also a low shear in the 13 direction, whose
magnitude increases with the increase in the percentage
of reduction.
For step 2, the loading path extracted from the preliminary
FE calculation will be introduced as input data for the self-
consistent polycrystalline model. Then, at different reduc-
tions, 5000 new crystallographic orientations are selected in
order to represent the material texture associated with each of
these reductions. These crystallographic orientations,
corresponding to various reductions, will be used to compute
the associated ODF for the studied material.
Prediction and analysis of deformation textures
in temper rolling
For the polycrystalline model, the identified material parame-
ters are reported in Table 2.
Numerical simulation of texture evolution during cold tem-
per rolling is conducted here to assess the decoupling strategy
proposed in this work. Textures are characterized quantitative-
ly by means of ODFs, which are plotted in 3D Euler space
{ϕ1,φ,ϕ2}, following Bunge’s notation (see [39, 40]). For
the orthotropic symmetry of rolled sheet and cubic crystal,
{ϕ1,φ,ϕ2} vary in the reduced range 0−π/2.
In Figs. 9 and 10, we compare, for different reductions,
the simulated textures with experimental ones for the al-
pha and gamma fibers, respectively. The alpha fiber com-
prises orientations with RD//<1 1 0> and the gamma fiber
the <1 1 1> orientations parallel to the sheet normal di-
rection ND. We note that the maxima for alpha fibers are
around φ=55°; while for gamma fibers, they are located
around the {111}〈112〉 orientation. These observations
Fig. 13 Evolution of orientation
distribution functions, in mid-
thickness of the sheet metal, for
some selected orientations of
gamma fiber according to the
reduction: (a) real material; (b)
pseudo-material with 5000 grains
Fig. 12 Evolution of orientation
distribution functions, in mid-
thickness of the sheet metal, for
some selected orientations of the
alpha fiber according to the
reduction: (a) real material; (b)
pseudo-material with 5000 grains
are in agreement with the works reported in [52] and [53].
On the whole, Figs. 9 and 10 reveal that, qualitatively, the
trends predicted by the simulation are in good agreement
with the reported experimental measurements, although
the magnitudes of the densities are lower. It should be
noted that the techniques used to quantify the ODF den-
sities from the simulations are significantly different com-
pared to those used to quantify them from experiments. In
the simulations, we start with a set of discrete grain ori-
entations and compute ODF densities by binning them in
the Euler angle space. In the measurements, however, we
start with multiple measured pole figures, and numerically
compute the ODFs using spherical harmonic methods.
Some of the differences in magnitudes (not the trends)
between the predictions and the measurements may in-
deed be attributable to the differences in procedures for
estimating the ODF densities. These observations regard-
ing the qualitative nature of the agreement as well as the
associated interpretation for the potential sources of the
differences are consistent with those made by Bachu and
Kalidindi [54].
We are also interested in the orientations most present in
the material. In Figs. 12 and 13, respectively, we plot the ODF
evolution for orientations {114}〈110〉, {112}〈110〉,
{111}〈110〉 of the alpha fiber, and orientations {111}〈112〉,
{111}〈110〉 of the gamma fiber (see also the additional de-
scription in Fig. 11 for further details). We note an increase
in the ODF intensity between the initial texture and the texture
of the material at 1.3 % of reduction, followed by a decrease in
the intensity at 4.8 % of reduction. Then, the ODF intensity
increases again continuously for the other reductions. These
trends obtained by numerical simulation are similar to those
revealed by the experimental results, although the intensity of
the respective ODFs is different.
Prediction and analysis of the mechanical behavior
of a material after temper-rolling prestrain
In this section, we investigate the macroscopic behavior of a
material prestrained through temper rolling. After different
amounts of prestrain, corresponding to temper rolling at dif-
ferent reductions, monotonic uniaxial tensile tests are per-
formed along the three directions (α=0o, α=45o, α=90o),
with respect to the rolling direction (RD) (see Fig. 17).
Figures 14, 15, and 16 show comparisons between the
experimental results and those yielded by the self-consistent
polycrystalline model. In these figures, the stress–strain
curves represent the uniaxial tensile responses after temper-
rolling prestrain at three reductions ranging between 1.3 and
10.2 %. The curves clearly show the effect of temper rolling
on the hardening behavior of the IF steel during uniaxial
Fig. 16 Comparison between simulation and experimental results for the
stress–strain curves corresponding to uniaxial tensile tests, after temper-
rolling prestrain at three different reductions, performed along the
transverse direction (α=90°)
Fig. 15 Comparison between simulation and experimental results for the
stress–strain curves corresponding to uniaxial tensile tests, after temper-
rolling prestrain at three different reductions, performed at α=45° with
respect to the rolling direction
Fig. 14 Comparison between simulation and experimental results for the
stress–strain curves corresponding to uniaxial tensile tests, after temper-
rolling prestrain at three different reductions, performed along the rolling
direction (α=0°)
tensile tests. In particular, one can observe an increase of the
yield stress with reduction.
From the curves reported in Figs. 14, 15, and 16, it can be
noted some differences between the self-consistent simula-
tions and the experimental results in the prediction of the
material response after temper-rolling prestrain corresponding
to 1.3, 4.8, and 10.2 % of reduction. After 10.2 % of prestrain
through temper rolling, one can observe the occurrence of
premature failure during the subsequent tensile strain path.
This failure is due to material softening, which induces zones
of highly localized deformation. Also, on the experimental
curves, an increase is observed in hardening stagnation, while
the model cannot accurately reproduce the observed harden-
ing stagnation plateau.
The above-described phenomena, which are typically ob-
served in experiments for sequential two-stage strain paths
[38], are due to the spatial rearrangement of dislocation cells
that takes place during loading, resulting in a specific
intragranular microstructure formed during the first loading
path. During the second strain path, the first structure of dis-
location cells is disintegrated and another one depending on
the second loading path is created, which explains the ob-
served transient effects (e.g., plateau of hardening stagnation).
Note that the hardening model that we have used does not take
intragranular heterogeneity into account. To properly repre-
sent the above-discussed transient phenomena, intragranular
heterogeneity should be considered within the constitutive
modeling (see, e.g., Franz et al. [55, 56], Kanjarla et al. [57],
Peeters [58], Peeters et al. [59, 60], Teodosiu and Hu [61],
Hiwatashi et al. [62]).
Conclusions
In this work, we developed a weak coupling strategy, in which
a polycrystalline self-consistent model, based on homogeni-
zation of elasto-plastic behavior of single crystals, is com-
bined with the FE computer code LAM3. The main phases
of this weak coupling approach consist in: (i) performing a
preliminary FE calculation using a classical macroscopic
model, then (ii) isolating some appropriately selected material
points, which are deemed of particular interest for a deeper
analysis or which seem to be critical in terms of maximum
stress or strain reached, and finally (iii) exploiting the history
of deformation obtained from the first calculation as input data
for the polycrystalline model. This weak coupling methodol-
ogy, which may also be referred to as a decoupling approach,
has a number of benefits. First of all, this strategy uncouples
the FE method from the polycrystalline model, thus reducing
the number of variables involved in the calculation, which
leads to a significant decrease in terms of computation times.
We applied this technique to the temper-rolling process in
order to assess the model capabilities in predicting texture
evolution of a material during rolling as well as the macro-
scopic behavior of a material after temper-rolling prestrain
followed by uniaxial tension. For validation purposes, our
simulation results were compared to experimental results ob-
tained for IF steel. Comparisons between simulation results
and experiments, in terms of orientation distribution functions
(ODFs) at different reductions or in terms of mechanical be-
havior after temper-rolling prestrain, allowed us to emphasize
the predictive capabilities as well as the limitations of the
proposed strategy. In particular, it is shown that the proposed
approach can be used for qualitatively predicting the evolution
of crystallographic texture during temper rolling. For further
analysis and validation, future works will include the full im-
plementation of the polycrystalline plasticity model into the
FE code, with a hardening model that takes intragranular het-
erogeneity into account.
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